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POWERGRIT DUCTILE IRON CHAIN PROFORCE CONCRETE CHAIN

15/16” GUIDE BAR | FITS ACHGB & 890F4 20” GUIDE BAR | FITS ACHGB & 890F4

CHAINSAW CARRYING BAG PIPE CLAMP WITH MOUNTING AXLE  

5 GALLON WATER PUMP 3.5 GALLON WATER PUMP

DRIVE SPROCKET FOR F4 GAS SAWS

PART NUMBER: APB15/16CS (15”/16”)

PART NUMBER: APB20CS (20”)

PART NUMBER: APB25CS (25”)

PART NUMBER: IC525342 (16”)

PART NUMBER: IC531749 (20”)

PART NUMBER: IC525345 (25”)

PART NUMBER: US230805 PART NUMBER: US297675

PART NUMBER: US60403 PART NUMBER: US60410 (air)

PART NUMBER: US60410G (gas)

PART NUMBER: IC571227 (6 pack)

2 STROKE OIL, 50:1 MIX 

PART NUMBER: US27815 PART NUMBER: US27810-1

The Power Grit Chain allows a chain saw to safely and The Power Grit Chain allows a chain saw to safely and 

quickly cut ductile iron, PVC, Clay, A/C pipe, and other quickly cut ductile iron, PVC, Clay, A/C pipe, and other 

similar materials. similar materials. 

The ProForce Diamond Chain is designed for The ProForce Diamond Chain is designed for 

cutting concrete.cutting concrete.

The 15/16” guide bar fits the ACHGB and 890F4 Series, The 15/16” guide bar fits the ACHGB and 890F4 Series, 
the actual bar length measures at 20.5”.the actual bar length measures at 20.5”.

The 20” guide bar is designed to fit the ACHGB-20 and The 20” guide bar is designed to fit the ACHGB-20 and 
ICS890F4 Series, guide bar length measures at 24”.ICS890F4 Series, guide bar length measures at 24”.

The replacement chain saw carry bag will accommodate The replacement chain saw carry bag will accommodate 

your chain saw as well as any tools and supplies. your chain saw as well as any tools and supplies. 

The pipe clamp is designed to attach to the pipe to The pipe clamp is designed to attach to the pipe to 

reduce operator fatigue but also makes for a safer reduce operator fatigue but also makes for a safer 

bottom-up cut. bottom-up cut. 

The 5 gallon pump has a flow rate of up to 1 gallon per The 5 gallon pump has a flow rate of up to 1 gallon per 
minute and battery life of up to 8 hours. minute and battery life of up to 8 hours. 

The 3.0 gallon manual pump water supply uses a stand-The 3.0 gallon manual pump water supply uses a stand-
ard garden hose connection for an easy attachment.ard garden hose connection for an easy attachment.

The drive sprocket fits the U.S.SAWS ACH-GB Air Saws.The drive sprocket fits the U.S.SAWS ACH-GB Air Saws. An oil formula that is cleaner burning, provides better An oil formula that is cleaner burning, provides better 

thermal protection and an improved film barrier reducing thermal protection and an improved film barrier reducing 
piston ring wear. piston ring wear. 

PART NUMBER: IC525496

DRIVE SPROCKET FOR ACH-GB AIR SAWS

The Drive sprocket fits the ICS 695XL F4 & 695XL PG The Drive sprocket fits the ICS 695XL F4 & 695XL PG 
gas powered saw lines.gas powered saw lines.

PART NUMBER: US60466-13

DRIVE SPROCKET FOR 890F4 HYDRAULIC SAWS

The drive sprocket fits the 890F4 Hydraulic Saws.The drive sprocket fits the 890F4 Hydraulic Saws.

PART NUMBER: IC565065


