
The U.S.SAWS hand-held, air-powered saws are an alternative to traditional 

gas-powered chop saws. Air-power is more reliable, longer-lasting, and 

emits no hazardous exhaust fumes. Ideal applications are confined space
cutting, underground applications, or operation in interior space. 

Traditionally, gas-powered saws have been used when cutting depths of 4 

inches or more.

The HS Series saws are durable, direct-drive tools. Because there are no 

extra moving parts, the HS saws offer the most power and durability for 

heavy construction cutting applications.
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Model HS-Saw

Part Number US-HS100 US-HS125 US-HS150

RPM 5,200 3,300

Diameter Blades Used 14” 14” 18”

Air Requirements (min) 90 cfm @ 90 psi

Max. Cutting Depth 5” 5” 7”

Weight 22 lbs 25 lbs 28 lbs

Features:Features:

• • No gas engine emissions - significant for pile cutting No gas engine emissions - significant for pile cutting 
and below-grade applications and below-grade applications 

• • Low maintenance, lightweight design Low maintenance, lightweight design 

• • Oiler included for a quick check of fluid level Oiler included for a quick check of fluid level 
• • Application allows for dry or wet cuttingApplication allows for dry or wet cutting

• • Constructed with a comfortable design for seamless Constructed with a comfortable design for seamless 

cuttingcutting

• • Air-powered design meaning no combustible partsAir-powered design meaning no combustible parts


